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MODEL TKVA 3KVA
CAPACITY 800 W 2400 W
PHASE Single phase with ground
INPUT
Input Voltage Range 110-300 VAC (Based on load at 50%);176-300 VAC (Based on load at 100%)

Nominal Voltage

208/220/230/240 VAC

Frequency Range

46~54 Hz or 56~64 HZ

Power Factor

20.99 @ Nominal Voltage (100% load)

OUTPUT

Voltage Regulation +3%
Output Voltage 208/220/230/240 VAC
Frequency Range (Batt. Mode) 50 Hz or 60 Hz + 0.1 HZ
Transfer Time AC Mode to Battery Mode Zero
Transfer Time  Inverter to Bypass Zero

Transfer Time Waveform (Batt. Mode)

Pure Sine Wave

Current Crest Ratio

31

Harmonic Distortion

<3% THD(Linear Load);=5% THD(Non-linear Load)

Frequency Range(Synchronized Range)

46~54 Hz or 56~64 Hz

EFFICIENCY

Battery Mode 88% 88%
AC Mode 90% 90%
BATTERY

Long-run Model Battery Type

Depending on the capacity of external batteries

Long-run Model Charging Current (max.)

1A/2A/4A/6A (Adjustable, 6A is onlyavailable for 16pcs batteries)

Long-run Model Charging Voltage 40.8 VDC 1% | 108 VDC+1%
Long-run Model Numbers 3~8

Standard Model Battery Type 12V/9 Ah

Standard Model Charging Current (max.) TA/2A

Standard Model Charging Voltage 36 VDC 1% 96 VDC £1%
Standard Model Numbers 2 6

Standard Model Typical Recharge Time

9 hours recover to 90% capacity

INDICATORS

Load level, Battery level, AC mode, Battery mode

b Bypass mode, and Fault indicators
ALARM

Battery Mode Sounding every 4 seconds
Low Battery Sounding every second
Overload Sounding twice every second
Fault Continuously sounding

ENVIRONMENT

Operating Humidity

0~95% RH @0-40°C (non-condensing) | 0~95% RH @0-40°C (non-condensing)

Noise Level Less than 55dB D 1 Meter Less than 58dB D 1 Meter
PHYSICAL

Unit Size W x H x D (mm) 145X 228X 328 145X 228 X 408
Unit net Weight 8.9 10.0
MANAGEMENT

Optional SNMP

Power management from SNMP manager and web browser

Smart Rs-232/USB

Supports Windows 2000/2003/xP/Vista/2008, Windows 7/8/0, Linux, and MAC

Product specifications are subject to change without further notice
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TECHNOLOGY

UNINTERRUPTIBLE POWER SUPPLY
TKVA/3KVA SERIES

« Qutput online design ensures high reliability and wide input voltage/frequency range of power supply,
adapting to harsh power grid environments.

¢ The input power factor is as high as 0.99, which improves the utilization rate of electrical energy,
effectively reduces the cost of use, and has intelligent battery management functions to extend the
service life of battery modules

o Large screen LCD display, more direct access to working status DSP full digital control, high output
voltage stabilization accuracy, with self-protection and fault diagnosis functions
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1. Fault indicator 4. Normal indicator | 1.SNMP (Optional) 5.RS232 (Optional)
2. Bypass indicator 5.0n/off key : 2.AC OUTPUT 6.Battery input interface (Optional)
3. Battery indicator 6. Function key | 3.ACOUTPUT 7INPUT FUSE
7.Data panel 1 4.ACOUTPUT 8.ACINPUT
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MODEL TKVA 3KVA
CAPACITY 800 W 2400 W
PHASE Single phase with ground
INPUT
Input Voltage Range 110-300 VAC (Based on load at 50%);176-300 VAC (Based on load at 100%)

Nominal Voltage

208/220/230/240 VAC

Frequency Range

46~54 Hz or 56~64 HZ

Power Factor

20.99 @ Nominal Voltage (100% load)

OUTPUT

Voltage Regulation +3%
Output Voltage 208/220/230/240 VAC
Frequency Range (Batt. Mode) 50 Hz or 60 Hz + 0.1 HZ
Transfer Time AC Mode to Battery Mode Zero
Transfer Time  Inverter to Bypass Zero

Transfer Time Waveform (Batt. Mode)

Pure Sine Wave

Current Crest Ratio

31

Harmonic Distortion

<3% THD(Linear Load);=5% THD(Non-linear Load)

Frequency Range(Synchronized Range)

46~54 Hz or 56~64 Hz

EFFICIENCY

Battery Mode 88% 88%
AC Mode 90% 90%
BATTERY

Long-run Model Battery Type

Depending on the capacity of external batteries

Long-run Model Charging Current (max.)

1A/2A/4A/6A (Adjustable, 6A is onlyavailable for 16pcs batteries)

Long-run Model Charging Voltage 40.8 VDC 1% | 108 VDC+1%
Long-run Model Numbers 3~8

Standard Model Battery Type 12V/9 Ah

Standard Model Charging Current (max.) TA/2A

Standard Model Charging Voltage 36 VDC 1% 96 VDC £1%
Standard Model Numbers 2 6

Standard Model Typical Recharge Time

9 hours recover to 90% capacity

INDICATORS

Load level, Battery level, AC mode, Battery mode

b Bypass mode, and Fault indicators
ALARM

Battery Mode Sounding every 4 seconds
Low Battery Sounding every second
Overload Sounding twice every second
Fault Continuously sounding

ENVIRONMENT

Operating Humidity

0~95% RH @0-40°C (non-condensing) | 0~95% RH @0-40°C (non-condensing)

Noise Level Less than 55dB D 1 Meter Less than 58dB D 1 Meter
PHYSICAL

Unit Size W x H x D (mm) 145X 228X 328 145X 228 X 408
Unit net Weight 8.9 10.0
MANAGEMENT

Optional SNMP

Power management from SNMP manager and web browser

Smart Rs-232/USB

Supports Windows 2000/2003/xP/Vista/2008, Windows 7/8/0, Linux, and MAC

Product specifications are subject to change without further notice
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6KVA/10KVA SERIES

6.Battery input interface (Optional)

5.RS232 (Optional)
7.INPUT FUSE
8.ACINPUT
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1. Fault indicator
2. Bypass indicator
3. Battery indicator
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MODEL 6KVA T0KVA
CAPACITY 6000VA / 6000 W 10000 VA / 10000 W
PHASE
INPUT

Low Line Loss

110 VAC(L-N)+ 3 % at 0-60% Load 176 VAC(L-N)+ 3 % at 60%-100%

Low Line Comeback

LoadLow Line Loss Voltage + 10V

Voltage Range
High Line Loss

300 VAC(L-N)+3 %

High Line Comeback

Low Line Loss Voltage -10V

Frequency Range

46Hz ~ 54 Hz @ 50Hz system 56Hz ~ 64 Hz @ 60Hz system

Phase Single phase with ground
Power Factor >0.99 at 100% Load
OUTPUT

Output voltage 208/220/230/240VAC
AC Vltage Regulation 1%

Frequency Range(Synchronized Range)

46Hz ~ 54 Hz @ 50Hz system56Hz ~ 64 Hz @ 60Hz system

Frequency Range (Batt. Mode)

50 Hz + 0.1 Hz or 60Hz + 0.1 HZ

Overload AC mode 100%~110%:10min;110%~130%:1min ;>130% :1sec
Battery mode 100%~110%:30sec;110%~130%:10sec;>130%:1sec
Crrent Crest Ratio 3:1 max
Harmonic Distortion <1% @ 100% Linear Load; < 4 % @ 100% Non-linear Load
Line <—> Battery oms
Transfer Time Inverter - Bypass oms
Inverter - ECO <10 ms (Typical)
EFFICIENCY
AC mode 93.5%(max.)
Battery Mode 92%(max.)
BATTERY
Type 12V/7 Ah D:g:l?gggnzn 12V/9 Ah D:;’:l?gggno:
Numbers 16 16~20"* 16 16~20"
Recharge Time 7 hours recovgrto According to external| 9 hours recovgrto According to externa
90% capacity battery pack 90% capacity battery pack
Charging Current TA+10%(max.) 4A+10%(max.) 1A+10%(max.) 4A+10%(max.)
Charging Voltage (Battery number*13.65 V)+1%
PHYSICAL
Dimension, D x W x H(mm) 369 x190 x 688 369 x 190 x 688 442 x190 x 688 442 x 190 x 688
Net Weight (kgs) 57 13 67 17
IP Rating 1P20(static)

ENVIRONMENT

Operation Temperature

0 ~40°C (the battery life will down when > 25°C)

Operation Humidity

<95 % and non-condensing

Operation Altitude**

<1000m

Acoustic Noise Level

Less than 55dB @ 1 Meter

Less than 58dB @ 1 Meter

MANAGEMENT

Smart RS-232 or USB

Supports Windows® 2000/2003/XP/Vista/2008/7/8, Linux, Unix, and MAC

Optional SNMP

Power management from SNMP manager and web browser

Product specifications are subject to change without further notice
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