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PLUG-IN POE INJECTOR

Product Model RPO18 RPO15WO1 RP024W04 RP024W

RISUNIC TECHNOLOGY

RPO

Input Voltage AC90-264V AC90-264V AC90-264V AC90-264V AC90-264V
Input Frequency 47~63Hz 47~63Hz 47~63Hz 47~63Hz 47~63Hz
Output Voltage 15V-24V 48V 15V-24V 24V-48V 48v 24V/48V
Output Current 0.25A-0.5A 0.32A Max 0.5A Max 0.5A Max 1A/0.5A
(T)eprﬁ:fe”rg?ure 0°C-40°C 0°C-40°C 0°C-40°C 0°C-40°C 0°C-40°C

Ripple and Noise

1% rated output

1% rated output

1% rated output

1% rated output

1% rated output

Differential Mode 6KV 6KV 6KV 6KV 6KV
Common Mode 6KV 6KV 6KV 6KV 6KV
Efficiency 77.76% 79.3% 79.3% 86.2% 86.2%

Pins +(4,5)pin;-(7,8)pin| +(4,5)pin;-(7,8)pin | +(4,5)pin;-(7,8)pin | +(4,5)pin;-(7,8)pin | +(4,5)pin;-(7,8)pin
Dimensions, 56.4x37x47.6 66x43.6x52.9 84x45.9x33.4 84x45.9x59.5 84.8x47x53
Power 12w 15.4W 18W-24W 18W-24W 24w

Rate 10/100Mbps 10/100Mbps 10/100/1000Mbps | 1G/2.5G/5G/10G | 1G/2.5G/5G/10G
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